
 

All data is for information purposes only and not guaranteed for legal purposes. Information in this data sheet has been carefully checked and is believed to 
be accurate. However, no responsibility is assumed for inaccuracies. Please refer to the user documentation for additional product specification. 

 

www.doli.de 

DOLI Elektronik GmbH 

Rudolf-Diesel-Straße 3 

72525 Münsingen 

Telefon +49 (0) 7381 767320 0 

 

Document Ref. DB-iCOM-V1.0-Rev0-20260526 | May 2026 

iCOM 
iSI - Intelligent Sensor Interface 

Characteristics 

• Real-time RS422 communication 

between two EDCi’s  

• Transfers up to 4 sensor and output 

channels and up to 48 digital IO’s 

• 4 digital hardware inputs and 4 digital 

hardware outputs 

• Works with synced and non-synced 

EDCis 

• Compatible with EDCi2x/5x/7x 

RS422 Communication   

Frequency [MHz] 8  

Transmission rate [kHz] ≤ 10  

Sensor channels 32 bit 4  

Output channels 32 bit 4  

Digital input bits 48  

Digital output bits 48  

   

 

Hardware Digital Inputs 

Number 4 

Low level [V] < +1.8 

High level [V] +9 to +30 

Input current [mA @ 24V] 1.5 

Hardware Digital Outputs  

Number 4 

High level [VDC] +22 to +24 

Max. current per output [mA] 100 

 


